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Touchdimmer 60 - 500 W Order No. 0330 00 
 
 
 

Function 
Touchdimmer for switching and dimming of 230 V standard incandescent lamps 
 
Switching and dimming commands can be released by pushing the push-button, dimmer or extension. 
A short touch causes switching, a long touch causes continuous dimming. 
 

Memory switch

Dimmer

 

There are 2 possibilities for switching-on and dimming (fig. 1): 
 
Memory switch = OFF: 

Switching-on releases max. brightness. 
Dimming starts with min. brightness. 

 
Memory switch = ON: 

Switching-on to last set brightness. 
Dimming starts with last set brightness. 

 
Interruptions of the 230 V supply lasting longer than 2 sec. are causing a switching-off position and 
loss of stored value of brightness. A electronic softstart saves the lamps. 
 

Indications of Danger 
Caution! The installation and assembly of electrical equipment may be carried out only by a skilled 
person. 
Not suitable for switching the lines potential-free. 
Disregarding the instructions of installation may cause fire or other dangers. 
 

Instructions for Installation 

 

 
For position of the memory switch for the 
memory function (ON/OFF), see fig. 1. 
 
For connexion see fig. 2. 
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When commands should be released from different places, install extensions (fig. 3). 
 

Extension or push button

Only for illuminate extensions

further extensions

 
 
Depending on type of installation the maximum rated load must be reduced: 
-10% per 5 °C exceeding the ambient temperature of 25 °C. 
-15% for installation in wooden, false or hollow walls. 
-20% for installation in multiple combinations. 
 
In case of malfunctioning the fuse is to be checked at first. Use only fuses with specified value. 
In a low dimmer position control signals of power stations may be recognized as a short flickering. 
A slight buzzing can be caused by the noise suppression choke. Not suitable for connexion of power 
boosters. 
 

Technical Data 
Rated voltage: 230V AC 
Rated load: 60...500W 230V incandescent lamps 
Protection for short circuit and overload: slow fuse T2 H 250V 
Noise suppression: level N of VDE 0875 / 1 
Extension: push-buttons with normally open contact f.eg. extension 
 type „A“ 
Number of extensions: unlimited (illuminated max. of 10) 
 

Acceptance of guarantee 
We accept the guarantee in accordance with the corresponding legal provisions. 

Please return the unit postage paid to our central service department giving a brief description 
of the fault: 

Gira 
Giersiepen GmbH & Co. KG 
Service Center 
Dahlienstrasse 12 
D-42477 Radevormwald 
 

 
The CE sign is a free trade sign addressed exclusively to the authorities and does not include
any warranty of any properties. 

 

Gira 
Giersiepen GmbH & Co. KG 
Postfach 1220 
D-42461 Radevormwald 

Telefon: +49 / 21 95 / 602 - 0 
Telefax: +49 / 21 95 / 602 - 339 
Internet: www.gira.de 


	Function
	Indications of Danger
	Instructions for Installation
	Technical Data
	Acceptance of guarantee


<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.3
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages false
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 33554432
  /LockDistillerParams true
  /MaxSubsetPct 35
  /Optimize true
  /OPM 0
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage false
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings false
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Remove
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile (Color Management Off)
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Average
  /ColorImageResolution 96
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.32292
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 2.40
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Average
  /GrayImageResolution 96
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.31250
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 2.40
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Average
  /MonoImageResolution 300
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.33000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName <FEFF0068007400740070003a002f002f007700770077002e0063006f006c006f0072002e006f00720067ffff>
  /PDFXTrapped /False

  /SyntheticBoldness 1.000000
  /Description <<
    /ENU <>
    /DEU <>
  >>
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [595.276 841.890]
>> setpagedevice


