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GIRA Introduction

1. Introduction

Gira OS Connect is a connection to the Gira HomeServer or Gira FacilityServer for Apple
products.

The Gira push button sensor for example enables not only intelligent building technology
functions to be controlled but also applications on Apple computers such as iTunes® and
iPhoto®.

1.1 General information about the operating instructions / product support

The information, data, values etc. contained in these documents may be changed without
prior notification. The illustrations are also non-binding.

Subject to technical modifications!

@ Note: up-to-date information is available on the Gira website.

As the software for the device purchased by you is being continuously further developed
and updated, information in this manual may no longer be up-to-date.

Specific, up-to-date product information is available at the Gira website:

http://www.gira.de
Current software updates and documentation for your product are available at

http://www.download.gira.de

All product designations used in this manual are registered trademarks of the respective
companies.

No part of these documents may be duplicated or transmitted for any purposes, regardless
of the manner and means used (electronic or mechanical), without the expressed written
approval of Gira, Giersiepen GmbH & Co. KG.

All rights reserved!

© by Gira, Giersiepen GmbH & Co. KG
DahlienstraRe
42477 Radevormwald
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1.2 Program description

Gira OS Connect is a connection to the Gira HomeServer or Gira FacilityServer for Apple
products with Mac OS operating system version 10.6.

The Gira push button sensor for example enables not only intelligent building technology
functions to be controlled but also applications on Apple computers with Mac OS X such as
iTunes® and iPhoto®.

1.3 System requirements

Operation of Gira OS Connect requires an Apple Mac computer with Mac OS X from version
10.6 and Intel processor. You must have administrator rights for installation of Gira OS
Connect.

1.4 Area of application

Gira OS Connect enables connection of Apple products to the Gira HomeServer. Any other
use of the program not corresponding to program description or system requirements is nei-
ther possible nor permitted.

Gira assumes no legal responsibility and provides no guarantee of any kind for problems
resulting from improper use of Gira OS Connect.
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GIRA Installation

2. Installation

2.1 Installing Gira OS Connect

The installation package is an executable file that you must copy to your Mac computer. By
double-clicking on the file an installation program is started that guides you through the
installation program.

You enable the installation by entering an administrator password.

The installation must be carried out separately for each user intending to use the OS
Connect.

If the user is changed after Gira OS Connect has already been started, connection is main-
tained via the previous user. Connection to the HomeServer is always only via the first user
establishing a connection.

@ Note: Changes of the system settings.

In the system settings, the Mac installer creates a new setting: Gira OS Connect. The pro-
gram is configured via this setting.

If several users are to use the Gira OS Connect, separate installation must be carried out for
each user.

2.2 Configuration on the MAC page

Geben Sie lhr Kennwort ein, um Systemeinstellungen

i & Anderungen zu erlauben.
I
Name: ' Max Muster]
Kennwart:
b Details
@ (" Abbrechen ) 0K )

Figure 2.1: Dialogue for user authentication
In order to implement changes to the system settings, the user must firstly authenticate

himself by clicking with the mouse on the padlock symbol and entering his user password
(see Figure 2.1).
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Installation GIRA

|- Gira OS Connect
[ - | B ] [ Alle einblenden Q—

G I RA Status: @ Gira OS Connect gestoppt.

HomeServer: @ Keine Verbindung.
Gira 0S Connect i g

Wersion 1.0 Start
Port: 7016
Ort fiir Scripte: ~/Gira Sample Scripts Auswahlen... l
HomeServer: Adresse: 192.168.0.11
l I Part: 7003
Schltissel:
‘%'n :

%] Klicken Sie auf das Schloss, um Anderungen zu verhindern. © 2010 Gira Giersiepen GmbH & Co. KG

Figure 2.2: Gira OS Connect system setting

The port number is entered in the Port field. The program "listens" for commands from the
Gira HomeServer (HS) via this number. "7016" is preset.

The path to the scripts created by the user is specified in the Location for scripts field. The
initial setting is the Gira Sample Scripts directory, automatically created during installation.

The information about the communication object gateway of the HomeServer is entered in
the HomeServer area. In this regard, the IP address of the HomeServer should be entered
in Address, and the port number of the communication object gateway set in the Expert
software in Port.

One of the codes specified in the Expert software should be entered in the Code field.

Changes to the settings can only be carried out when Gira OS Connect is not operative (red
status light). Changes are automatically saved when Gira OS Connect starts up. If the com-
puter system is restarted the last condition set is automatically activated.
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Meaning of status displays:

- "Red" status: Gira OS Connect stopped

- "Yellow" status: Successfully connected to remote host. Checking login ...
- "Green" status: Gira OS Connect activated

- "Red" HomeServer: no connection

- "Yellow" HomeServer: Connection activated. The connection has been activated
but communication via the communication object gateway is not possible. The rea-
son for this may be an incorrect code or no activated communication object gateway
for example.

- "Green" HomeServer: Connected to the Gira HomeServer. The port entry via which
the program "listens" for Gira HomeServer (HS) commands cannot be tested.

@ Note: Waiting time following defective connection establishment.

If after a defective establishment it is attempted to reconnect this, the process may last up
to 5 minutes due to the operating system.
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2.3 Configuration on the HomeServer page

In the Expert software a communication object gateway must be enabled for the Home-
Server at Network/communication object gateway.

The communication object gateway is exclusively for identifying the HomeServer with
respect to the program. It is not necessary in this case to save the XML structure to the
HomeServer.

*Projekieinstellungen

Datei Hifs
Schiighen | @) Hilfe
= Projekteinstelungen KO-Gateway
EIB&IELS [ K.-Objskte iiber Netzwerk sendsn und empfangen
=/ berfliche
Designs Lokaler |P-Port [7o0
Reefresh Zeiten
©) Netawerk IP-Adresse Netzmacke Schllissel
E-Mail ¥ Absender 1: [132188.021 | 255 255 2550 |schiuessel
FTP
NTF/Zeitabgleich W it ® | | |
Remanentspeicher [ Absender & | | |
KO-Gateway ;
LN [~ Absender 4: | | |
MIB [~ Absender 5: | | |

TRAPS
= IP-Telegramme
Umwandiungstabelle
—-ISDN I”" Senden fir alle K.-Objekte aktivieren (Uberschreibt die Einstelungen eines K.-Objekts).
SME-Center
PIN-&bfrage [~ ®ML-Gtruktur der K.-Objekte auf Gerat laden:
1SN Direkteirahl
= Sonstiges
Benutzergruppen
FehlerZeiten
Status/Steuerung
AGFEQ-Anlage
Koordinaten
Globale Bibliothek
Zeitzone

[~ Empfangen fil alle K -Objekts aktiviersn [(Ibsrschreibt dis Einstallungen sines K -Objskts)

Figure 2.3: Communication object gateway configuration dialogue in the Expert software

@ Note: Activating check boxes.

If no external communication object has activated the Send communication object
gateway or Receive check boxes, the check boxes must always be activated on the tabs
Communication object gateway "Activate receiving for all communication
objects..." and "Activate sending for all communication objects...".

In addition, at least one internal or external dummy group address must be created.

With an internal group address the Send communication object gateway or Receive
check boxes must always be additionally activated and a group address (e.g. 100/1/1) must
be specified.
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@ Note: Use static IP addresses.

Static IP addresses must be used for faultless functionality.

This means that following restarting of the Mac, the possibly newly assigned IP address of
the Mac must be entered again in the HomeServer.

24

Scripts and their meaning

Following installation, the following scripts are to be found in the specified script directory:

08.2010/V 1.0

iPhoto/diashow.scpt: This script starts a full screen slide show showing all images
stored in the iPhoto software. In this case the presets for slide shows stored in iPhoto
are used.

iTunes/Music/play.scpt: This script creates a new playlist with the name of Gira OS
Connect Music in the iTunes software, and copies a random selection of existing music
tracks into this playlist. If the list already exists it is not newly created. iTunes then plays
the tracks contained in the playlist according to a random sequence.

iTunes/playpause.scpt: This script switches between the corresponding iTunes soft-
ware playback modes, independent of whether music, a video or a podcast is currently
being played.

iTunes/nextTrack.scpt: This script causes iTunes to jump to the next track in the cur-
rent playlist, independent of whether music, a video or a podcast is being played.

iTunes/previousTrack.scpt: This script causes iTunes to jump to the beginning of the
current track or to the previous track in the playlist, independent of whether music, a vid-
eo or a podcast is being played.

iTunes/stop.scpt: This script causes iTunes to stop current play, independent of wheth-
er music, a video or a podcast is being played.

iTunes/track.scpt: This script can be optionally called up via a parameter. The parame-
ter is separately attached to the script call up in the telegram text by a blank character.
If the optional parameter prev is also transferred with the call, iTunes jumps to the be-
ginning of the current track or to the previous track in the playlist, independent of wheth-
er music, a video or a podcast is being played. If the script is called without the
parameter, this causes iTunes to jump to the next track in the current playlist.

iTunes/Video/play.scpt: This script creates a new playlist with the name of Gira OS
Connect Video in the iTunes software, and copies a random selection of existing videos
into this playlist. If already existing, the list is not newly created. iTunes then plays the
tracks in the playlist.

sleep.scpt: This script causes the computer to go into idle state.
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e Commercial/commercial.scpt: This script calls up a film copied into the script folder
during installation that is then shown in full screen mode. This film is found at ~/Gira
Sample Scripts/Commercial/gira_commercial.mov.

All scripts are called up by sending a simple IP telegram from the HomeServer to the Mac
address with the port set in Gira OS Connect, by sending the script name as text with com-
plete path specification. CR and LF must be attached to the text.
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2.5 Examples

IPYEI-Telegramme senden

Datei  Hife
Schlishen | [ Heu i Ertfemen | @) Hile

E %}, IPYEIB-Telegramme Empfanger I sgn.jgn| EEFEhIEl
[=-{_7] Gira 0% Connect

Bezeichnung: IlMac “wohnzimmer

@+ Daten an IPEmpfanger senden
IP-Telegramm-Typ: ITcp j
|P/Host-Adresse: |1 92.168.0.21

IP-Port: |m1 5

" Daten an 14 Byte EIB-Empfanger senden
K. -Objekt I I[Ke\ne Auswahl] o |

Figure 2.4: Example of an IP telegram

| Bearberten/hiinzufugen
Datenblock enthalt: I Text j
Teat: |iT unesdtrack. scpt prey ﬂl
[¥ CR anhingen [v LF anhangerd

Daten umwandeln: [~ URL-Qugting anwenden

Hilfe | ok I Abbrechen

Figure 2.5: Example for "track.scpt” Apple script in the "iTunes" folder
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| Bearberten/Hinzufugen z ‘
Datenblock enthalt I Test j
Text: |iTunes/lep.scpl ﬂl
¥ CR anhingen v
Daten umwandeln: [~ URL-Quoting anwenden

Hilfe: | Ok I Abbrechen

Figure 2.6: Example for "stop.scpt"” Apple script

Several scripts may also be called with one command.

IPYEIB=Telegramme senden
Datei Hilfe

Schlieben | Dﬂau ﬁ Entfernen | ﬂ\lfe

=1L IP/EIB-Telegramme
[=}{Z1] Gira 05 Connect

Empfénger Senden I Eefehla'

" IP iMac \wohnzimmer Dratebldcke [Gesamt: 2)
Blocktyp | et [ CRLF [ Komma | URL |
Text iTunes/track. scpt prev CRLF Mein
Text iTunes/stop. sopt CRLF Mein

E{ENCA SIS

Figure 2.7: Example for several commands in one telegram

2.6 Behaviour of Gira OS Connect

Gira OS Connect tests regularly whether a Gira HomeServer can be reached via the IP

address entered. If no HomeServer responds within 30 minutes, Gira OS Connect automat-
ically terminates.
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